SECTION OF KERB
REMOVED TO TAKE DUCT.

ONE CABLE PER DUCT

/» FOOTWAY

OPTION 1

HOT POURED OXIDISED
BITUMEN GRADE R85/40

PVC-U DUCT

50 DIA _\

FINE COLD ASPHALT

CABLE EMERGING FROM
SLOT IN CARRAGEWAY

FINE AGGREGATE CONCRETE BASE TO
SUPPORT CABLE (TO BE FREE FROM
STONES ON UPPER SURFACE)

OPTION 2

KERB—\

ROAD
FINE COLD
ASPHALT SURFACE

HOT POURED BITUMEN

/PVC—U DUCT

ARMOURED CABLE

DUCT EXTENTS
TO HOUSING

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETRES. CONCRETE
2. FOR OPTION 3 SEE DRAWING RCD/1500/040.
3. FOR THE INSTALLATION OF DETECTOR LOOPS ON MOTORWAYS AND

NATIONAL ROADS REFER TO DMRB HD 20.
NOT TO SCALE

SLOT DEPTH INCREASED
ON APPROACH TO KERB

\EXCAVATION TO PROVIDE AT LEAST 150

FOUNDATION FOR CABLE AND DUCT
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AUTHORITY DETAILS DRAWING TCC |s:e 13&’: DETAIL OF CABLE ENTRY TO THE FOOTWAY 1500/039




