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RETAINING WALL

(IF REQUIRED) TRANSVERSE DUCTS DN ~7 NOTES:
\\\\\\g\\\\\ 1. THIS DRAWING DEPICTS A TYPICAL OUTSTATION LAYOUT FOR A DUCTED
4x100mm SIS COMMUNICATIONS NETWORK.

LONGITUDINAL DUCTS RN 2. SAFETY BARRIERS AND HIGHWAY BOUNDARY FENCE OMITTED FOR CLARITY.

RSN 3. LOCAL 150mm DUCT FROM COMMS 1, 1 OR Il CHAMBER TO GANTRY
NS OMITTED FOR CLARITY. REFER TO DRAWING RCD/1500/008 FOR DETAILS

NS OF CABINETS AT GANTRY SITES.
NN 4. HANDRAILS OMITTED FOR CLARITY, REFER TO RCD/1500/022 AND
\t\\\f RCD/1500/023.

5. FOR FURTHER TELEPHONE INSTALLATION DETAILS REFER TO:
*DRAWING RCD/1500/060 FOR TELEPHONE INSTALLATION WITHOUT
SAFETY BARRIER
*DRAWING RCD/1500/061 FOR TELEPHONE INSTALLATION WITH
DUCTING/CHAMBER DETAILS
*DRAWING RCD/1500/062 FOR TELEPHONE INSTALLATION BEHIND
SAFETY BARRIER
«DRAWING RCD/1500/063 FOR BLISTER SURFACE PAVING SLAB
«NRA MCDRW 1500 SERIES.
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